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Mirage®
The space division solution that

does not compromise
on an open concept design plan

Mirage® incorporates Skyfold technology with the added luxury of
transparency. Clean lines, a lightweight structure, a wide range of glass
and plexiglass, solid panels, and ease of maintenance make Mirage the
perfect solution for bright, sophisticated and welcoming spaces. In dark
and isolated rooms without windows, Skyfold Mirage allows for hallways
and windows to lend their light to otherwise isolated spaces.

ADVANTAGES

Retracts into the ceiling to conserve floor space _
Single laminated glass (STC 33 / RW 33) /
No floor tracks N
Fully automatic b
Easy-to-use turn-key or keypad operation /
Quiet operation N
Rigid and lightweight >
Variety of glass, plexiglass and solid panel options to meet /
your design needs

Equipped with an infrared safety system N
Glass available in a variety of finishes, including Plexiglass,

Lexan®©, Frosted Glass.

Frame colors: Endless options to enhance your design

S W W Wi

Architect / Interior Designers: B2A

Arhus Roeselare - Belgium
Skyfold Skyfold Mirage®

DTE Mt Clemens - Mt. Clemens , Michigan, USA

Skyfold Mirage® & Skyfold Classic™ 51
Architect / Interior Designers: Tetra Tech
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Prisma’”

Acoustically advanced glass panels
that control the noise but let the light
IN. See your spaces in a new light,

A revolution in the acoustic separation of vertically retractable wall systems.

Our innovative acoustic glass system has elegant, clean lines with no floor or wall
tracks to spoil the aesthetic. With the flexibility to add in a colourful mix of opaque
and solid panels of fabrics and laminates, Skyfold Prisma becomes a key design
element for any space.

Skyfold Prisma - clearly acoustically advanced.

ADVANTAGES

Retracts into the ceiling to maximize floor space

Superior sound isolation (STC 52 / Rw 52)

No floor, wall tracks or visible hinges

Fully automatic

Easy-to-use digital keypad operation

Quiet operation ;
Equipped with a safety obstruction sensor Z
Glass, etched glass, frosted or colored glass and a variety of ‘ ‘ ‘ ‘

standard finish options
Frame colors; Black & Silver metallic (standard) RAL color
match option

A




Applications

Workspace Education Hospitality

Healthcare @ Convention Center

Specialty Applications

Stepped and Sloped Walls ' Intersecting Walls ' Egress




Finishes - freedom to design

Fabric Vinyl Wood Veneer Marker Board
Mixed Finishes Murals Specialty Metals
Plastic Laminate Paint

Panel finishes cannot exceed 1/8” (3mm) in thickness. Moreover, customer supplied vinyl or fabrics cannot exceed 0.040” (1mm) in thickness
since these finishes are wrapped around Skyfold’s panel edges. Finishes that exceed 0.040” (1mm) in thickness can be applied onto the face

of the panel only and must be rigid in nature, such as a plastic laminate or wood veneer.
Maximum weight of material: 0.111 Ibs/ft? (0.542 kg/m?). Only acoustically transparent fabric finish for NRC models.




PRODUCT LINE
COMPARISON
SUMMARY

Mirage®

Prisma™

SKYFOLD ZENITH SERIES SKYFOLD ZENITH PREMIUM SERIES SKYFOLD CLASSIC SERIES SKYFOLD MIRAGE ~ SKYFOLD PRISMA

Model 48 Model 51 Model 55 Model 60 Model NRC Model 51 Model 55 Model 60 Model NRC Model 51 Model 55 Model 60 Model NRC Glass Model Glass Model
TECHNICAL (IMPERIAL)
STC (System) 48 51 55 60 50 51 55 60 50 51 55 60 50 33 52
STC (Panel) 57 61 61 66 60 61 61 66 60 61 61 66 60 360 NA
NRC (System) - - - - Up to 0.65 - - - Up to 0.65 - - - Up to 0.65 - -
Max Height (ft.) 14 14 14 14 14 14 14 14 14 36 36 28 36 24 12
Max Length (ft.) Unlimited Unlimited Unlimited Unlimited Unlimited Unlimited Unlimited Unlimited ‘ Unlimited Unlimited Unlimited Unlimited Unlimited Unlimited Unlimited
Weight (Ibs/sq.ft.) 6 6.2 6.8 8.6 6.5 6.2 6.8 8.6 6.5 7 7.6 9.4 7.5 7.5 13
Available Finishes Limited © Various Various Various™ Fabric only® Various™ Various™ Various™ Fabric only® Various® Various™ Various'” Fabric only® Various® Various®
Ceiling space required for storage (ft.) - (approx.) | 2’-0"t0 2’-8.25” 2’-0”"t02’-8.25" 2'-0"t02-8.25" 2’-0"102-8.25" 2’-0"t02’-8.25” 2'-0"to 2-10” 2’-0"t0 2’-10” 2-0"t0 2-10” 2’-0"to 2’-10” 2-0"to6’-4” 2-0"t06’-4” 2’-0"to 5’-0” 2'-0"t0 6’-4” 3-2"t04-9” 36”
Pocket Width (ft.) - (approx.) 55”10 63.5” 55”10 63.5” 55”10 63.5” 55”10 63.5” 55”10 63.5” 56.25" to 70” 56.25"to 70” 56.25" to 70” 56.25" to 70” 55" t0 69” 55”10 69” 55" t0 69” 55”10 69” 44”10 617 24
TECHNICAL (METRIC)
RW (System) 47 51 54 59 49 51 54 59 49 51 54 59 49 33 52
RW (Panel) 55 60 60 64 58 60 60 64 58 60 60 64 58 36 NA
SAC (System) - - - - Up to 0.65 - - - Up t0 0.65 - - - Up to 0.65 - =
Max Height (mm) 4,265 4,265 4,265 4,265 4,265 4,265 4,265 4,265 4,265 11,000 11,000 8,535 11,000 7,315 6,660
Max Length (mm) 14,600 Unlimited Unlimited Unlimited Unlimited Unlimited Unlimited Unlimited | Unlimited Unlimited Unlimited Unlimited Unlimited Unlimited Unlimited
Weight (kg/m?) 293 30.4 333 42 32.8 30.4 333 42 ! 32.8 342 37.1 46 36.6 36.6 63.5
Available Finishes Limited © Various!" Various” Various!" Fabric only® Various” Various™ Various!" Fabric only® Various” Various!" Various” Fabric only® Various® Various®
((;e;g'r‘ng"ace required for storage (mm) - 615 t0 820 6150 820 615t 820 615 to 820 615 to 820 6150 865 615 to 865 615 t0 865 615 to 865 61510 1,960 6150 1,960 61510 1,530 6150 1,960 965 to 1,450 915
Pocket Width (mm) - (approx.) 1,400 to 1,615 1,400 to 1,615 1,400t0 1,615 1,400 to 1,615 1,400 to 1,615 1,430 t0 1,780 1,430t0 1,780 1,430 t0 1,780 1,430t0 1,780 1,400 to 1,750 1,400 to 1,750 1,400 to 1,750 1,400 to 1,750 1,105 to 1,550 610

ADDITIONAL FEATURES

Auto-reverse

Floor track

Wall tracks

Obstruction Safety Sensor

Infrared Sensor

Back-Up Operation

Pocket Closure
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AVAILABLE OPTIONS

10-year parts warranty Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y
Digital Touch Screen Y Included Included Included Included Y Y Y Y
LED Lighting Y Y Y Y Y Y Y Y Y Y Y
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Please note that certain figures listed in the comparison chart
were approximated for comparison purposes only.

For specific and complete technical information, REVIT
Drawings and drawing details, please visit our website. www.
skyfold.com

@ Finishes must not exceed 1/8" thick (3mm) or weigh more than 0.11
lbs/sq.ft. (0.54 kg./m2)

@ Please refer to the technical section of our website for available
finishes

9 Available finishes include standard vinyl, fabric, paint or white
marker board surface finish.

@ Available in acoustically transparent fabric only
9 Single laminated glass

ACOUSTIC PERFORMANCE OF SKYFOLD WALLS
AS COMPARED TO CONVENTIONAL OPERABLE WALLS

System Emsmm
Original ‘\
STC ~ ..
Rating Ss
B SKYFOLD

B REGULAR OPERABLE WALLS 2 Y®@s 10 years

SKYFOLD DEPLOYMENT TIME REQUIRED COMPARED
TO CONVENTIONAL OPERABLE WALLS

25'x 9 wall | S -
60" x 20" wall [ I

1 minute 2 minutes 10 minutes 30 minutes 60 minutes

SKYFOLD® LIMITED WARRANTY
WORKMANSHIP: Parts & labour - 2 years or 5,000 cycles*
Optional extended warranty on parts available

10 years or 5,000 cycles*

Acoustical Performance - 10 years

*First occurrence from date of shipment.
Digital touch screen excluded from extended warranty.
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Recycled materials: Up to 97%
Post-consumer: Up to 27%
Pre-consumer: Up to 51%

&S SKYFOLD

dormakaba Group

For more information visit our website or contact us directly.

MAIN OFFICE T+ (514) 457-4767
325 Lee Avenue F +1 (514) 457-7111
Montreal, Quebec info@skyfold.com

CANADA H9X 3S3 www.skyfold.com
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SKYFOLD®, SKYFOLD® Classic™, SKYFOLD Zenith® and SKYFOLD Mirage® are registered trademarks of Skyfold Inc. and Skyfold Investments Ltd

Skyfold is pleased to be an official member of the U.S. Green Building Council. The Green Council is committed to promoting better designed buildings that are not only more environmentally and socially responsible, but also help improve the
quality of life for those who occupy them and the communities in which they are built. The Council has developed a benchmarking system known as LEED (Leadership in Energy & Environmental Design). When it comes to recycled materials,
architects and owners who choose a Skyfold vertically folding operable wall system can calculate the following toward LEED accreditation on their projects.

In order to continue protecting our environment, it is essential that we all do our part by using recycled materials whenever possible. Skyfold is proud to help.



